
Specifications for HVAC-C  1100, 1650, &  2200
HV AC mou nte d c omme rci al  U V ozon e ge ne rator

U ses: The  HV AC- C is a  du ct  m oun t ed ozone  g ene rat or  d esign ed for  u se i n a
com m er cial bu i lding  or  of f ice.

Used in m ot els,  ho t els,  ai r po r t s,  o f f ice bui ldi ngs ,  et c.  t hat  have poor
in door air  qu ali t y (I AQ),  or  in n ew  b u i lding s t o p revent p roblem s f rom
ev er  occu r r in g .  Ou r  p rop r iet ary  UV ozon e sy st em s t h at  p rodu ce t he
cle an est o zon e p ossib le . 
I ns t a l la t ion is a  b reeze,  s im pl y  m ak e 2,  3,  or  4  1 .5"  h o les a nd  m oun t
t he  t ub e s up por t  a nd  c ont ro l  b ox  u sing  t he  sup pl ied sel f  t app ing
screws .  I ns t a l l  t he  t ub es a nd  p lug  i t  i n.  Co nn ect ing t o an oz one c ont ro l ler  i s a lso v ery  e asy ,  n o
elect r ician  n eeded ,  t h e HVAC-C has a bu i l t  in  in t er lock t h at r u n s on  12 vd c so all  t h a t is need ed
is  lo w  v o lt age w iri n g  b etw een  o zon e g en era to r a n d  co n tro ll er.

Please N ote: Th ese oz on e g en erator s MUST b e u sed  i n  co n ju n ctio n  w ith  a n  o zon e co n tro ll er.

Sup ply Gas &
Ge ner ati on
metho d:

Supply gas: Ambient Air 
Generatio n Method: High output UV tube ozone generati on.

Ozone o utp ut: 110 0, 1650, & 220 0 mg/hr respecti vely (w il l prod uce 10% more for first week)

Con tro ls: On off rocker switch. 12vdc powered interl ock for conn ecti ng to a controll er.

Dimens ions : Control  box: 8" W X 511" H X 4" D
Tube moun t W/tube install ed: 10" x 10" x 15.75  long

Elec tr ica l: 120V AC u p to 277V AC r egu late d.
-HVA C-C1100, 1.30A @120VAC /  0.56A @ 277 VAC
-HVA C-C1650, 1.95A @120VAC /  0.84A @ 277 VAC
-HVA C-C2200, 2.60A @120VAC /  1.12A @ 277 VAC

Con str uctio n:  Stain less  steel and a lumin um.

UV  t u be lif e
ex pec ta n cy :  

8-1 4 m onth s plu s, dep endin g on  ou tpu t s ettin g.  ( th e h igh er th e settin g th e shorter  th e lif e)

Ma in te n an ce :  Under  h eav y du ty  u se or severe ly  pollu ted areas, inspect th e UV tu bes  f or fine du st bu ild u p c ollec tin g on
UV gen era tor tu be s urf aces.  Lig ht du ty  u se req uires  clean ing ev ery  2 to 12  m onth s depe ndin g on  th e severity
of dust in the feed air. I n severe dusty conditi ons cleaning can  be as often a s 4-6 weeks.

War ra n ty : The HVAC-C ser ies elec tron ics are war ranted aga inst def ects  in  m ater ials  and w ork ma nship f or a per iod of
six years from date of purch ase. Th e UV tubes are warran ted  for 6 months. Liab il it y is li mit ed to  parts and
lab or on ly . Shippin g is  th e sole r esponsib ility  of  th e custom er.  Cry sta l Air  is  n ot lia ble for dam age  caused
by  shippin g,  m isuse,  n eglec t or  la ck of  r egu lar  m ain ten ance.

Option s: -Standard u nit comes with 2 ft cable bet ween control bo x a nd UV tube. Opti onal is a 10 ft cable or on special
orde r up to 100 ft.
-In terl ock relay, powere d or non powere d. (Required when  conn ecti ng to an ozone control ler)


